STRIKE FORCE 8.0

SIDE ZIP COMPOSITE TOE
A FORCE TO BE RECKONED WITH

Certified to AS/NZS 2210.3:2019 SB E FO CI HI HRO AN SRC & ASTM F 2413-11 Clause 5.5
Code: Men’s: MSF900

Women’s/B Fit: MSF860

M.PA.CT. PRO moulded PU insole
delivers supetrior long-term cushioning
and high rebound along with high-level
breathability and moisture management

Exogel ultimate ankle
impact protection

Fast wicking lining for moisture
management & comfort

Durable leather upper
with hardwearing
breathable mesh panels

Durable, rustproof SOLBL_;J-/ Y e——
hardware

High-Traction, slip and oil
resistant MICHELIN outsole

for maximum grip

Strong, lightweight, scanner safe
composite toe cap

RECOIL

Compression molded RECOIL midsole
absorbs impact and provides
all-day support and comfort
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ANKLE YKK COMPOSITE ~ SHOCK SLIP&OIL  ELECTRICAL SRC
PROTECTION ~ SIDEZIPPER TOE ABSORPTION ~ RESISTANT HAZARD CERTIFIED

ASTM F 2413-11 Clause 5.5, which details electrical shock resistance under test conditions of 18kV @ 60Hz
for 1 minute without disruptive discharge to ground. Any leakage current must not exceed 1mA.



